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Confronto tra kit cuffia lato cambio cod. 16-1010 / 16-1010A / 16-1010B / 16-1010C / 16-010D 
Comparison among boot kit gear side cod. 16-1010 / 16-1010A / 16-1010B / 16-1010C / 16-1010D 
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Le differenze tra i kits cuffia riguardano: la forma della cuffia, la rondella elastica ed il dado 
di fissaggio del giunto lato ruota.  
The differences among the boot kits concern: the boot shape, the elastic washer and the 
fixing bolt of the wheel side CVJ. 
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Nelle immagini sopra evidenziamo le differenze dimensionali del lato della cuffia che si 
accoppia con la barra del semiasse. La cuffia del kit 16-1010C ha una forma differente 
rispetto alle altre tre cuffie. Questa cuffia va montata con l’apposita fascetta, mentre le 
altre tre cuffie non necessitano di nessuna fascetta. In the above picture we highlight the 
dimensional differences of the boot side which match with the drive shaft bar. The boot of 
the kit 16-1010C has a different shape in respect with the other three boots. This boot 
must be fitted with the proper bail, while the other three boots do not need any bails.  
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Rondella elastica inserita nei kits:                                   Rondella elastica inserita nei kits:  
16-1010, 16-1010B e 16-1010D.                                     16-1010A e 16-1010C. 
Elastic washer included in the kits                                   Elastic washer included in the kits  
16-1010, 16-1010B and 16-1010D                                  16-1010A and 16-1010C 
 
                                                                                        
 

              
Dado di fissaggio del giunto lato ruota inserito             Dado di fissaggio del giunto lato ruota inserito 
nei kits 16-1010, 16-1010A e 16-1010B.                       nel kit 16-1010C e 16-1010D.  
Fixing bolt of the wheel side CVJ included in  Fixing bolt of the wheel side CVJ included in the  
the Kits 16-1010, 16-1010A and 16-1010B                   kit 16-1010C and 16-1010D 
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