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On removal of the engine cover, you will find the oil filter element 
housing in the centre of the engine at the top.

The element housing requires a 32mm socket to undo the housing.

When undoing the housing, care must be taken not to damage the fuel 
temperature sensor located in front of the housing. 

On removal of the filter housing the old element needs to be removed 
using an oil filter element removal tool. (BP Part No. ADJ135502).

This is due to the tight interference fit of the element in the housing 
cap.

Oil filter element spigot recess.

Clean the housing and replace the ‘O’ Ring seal, then fit the new oil 
filter element.

The oil filter element can be fitted two ways, either directly into the oil 
filter housing or fitted direct into the oil filter housing cap.

On replacement, make sure the oil filter element spigot aligns with the 
hole in the filter housing on the engine.

Incorrect alignment will be noticed by resistance when fitting the 
plastic housing cap on the engine. There is a risk of damage to the filter 
housing, oil leaking and the oil pressure not being reached after engine 
start up, if the spigot is not aligned.

Tighten element housing to 25Nm (18 lb ft).

For more technical information please visit:  
partsfinder.bilsteingroup.com
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to fit: 
2.7 V6 Diesel 2004>2012

LAND ROVER DISCOVERY 3, 4, RANGE ROVER SPORT / JAGUAR 
S-TYPE, XF, XJ 350 - OIL FILTER REPLACEMENT
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