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BGA products are to be replaced by an experienced automotive installer. This 
information is to be used as reference only. Always seek manufacturer specification.

HN5372 CoNtAiNS tWo DiFFeReNt o-RiNG SiZe SetS.
tHeY NeeD to Be iNStALLeD iN DiFFeReNt PLACeS. 

2.5 mm Ø

2 mm Ø

tHeREASON

tHeSOLUTION

After installing the HN5372 BGA cylinder Head service kit 
the oil system could become contaminated with diesel fuel. 
This can lead to:
•	 Engine damage.
•	 Excessive leaking.
•	 Excessive fuel consumption and poor performance. 

Incorrect installation of the o-rings from the HN5372 BGA 
cylinder Head service kit will result in diesel fuel entering 
the engine’s lubrication system, causing engine damage.

The Injector rings must be installed as per the diagram.

http://catalogue.bgautomotive.co.uk/search?type=App&id=HN5372

o-ring installation: 

tHeSYMPTOMS

CLiCk HeRe FoR APPLIcATIoN INFoRMATIoN  
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FAILURE To PLAcE THE o-RINGS 
coRREcTLy wILL RESULT IN 

SUMP DILUTIoN.

http://catalogue.bgautomotive.co.uk/search?type=App&id=HN5372

