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Anwendungshinweis

Pneumatik- 
Ratschenschrauber Geniales Werkzeug

9021 P-1 
9022 P-1

Technische Daten:

1 i
Nm

Leer- 
lauf 
rpm
6 Schlauch- 


mm

Luft- 
verbrauch 

l/min.

Betriebs- 
druck 

bar dB(A)

Schall- 
leistungspegel 

dB(A)
9

mm

9021 P-1 2   6,3 mm = 1⁄4” 95 160 1,38 10 77 6,3 Lp A 92,9 Lp W 103,9 330
9022 P-1 3 12,5 mm = 1⁄2” 95 160 1,39 10 77 6,3 Lp A 88,3 Lp W   99,3 330

HAZET Pneumatik-Ratschenschrauber zum Lösen und Anziehen schwer zugänglicher 
Verschraubungen, besonders robuste Ausführung.

�Beachten Sie unbedingt die beiliegenden Sicherheitsvorschriften für HAZET-Pneumatik-
werkzeuge!

Lieferumfang: 	� 9021 P-1 2
Pneumatischer Ratschenschrauber 
Kupplungsstecker Nennweite 7,2

	� 9022 P-1 3
Pneumatischer Ratschenschrauber 
Kupplungsstecker Nennweite 7,2

Ursprungsprache deutsch – original language: German
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Application Note

Pneumatic Ratchet
Ingenious Tools

9021 P-1 
9022 P-1

Technical data:

1 i
Nm

Idle 
speed 
rpm
6 Hose-  


mm

Air 
consumption 

l/min.

Working 
pressure 

bar dB(A)

Sound  
power level 

dB(A)
9

mm

9021 P-1 2   6.3 mm = 1⁄4” 95 160 1.38 10 77 6.3 Lp A 92.9 Lp W 103.9 330
9022 P-1 3 12.5 mm = 1⁄2” 95 160 1.39 10 77 6.3 Lp A 88.3 Lp W   99.3 330

HAZET Pneumatic Ratchet for loosening and tightening screw connections in areas with restricted 
access, sturdy design.

�Please observe the enclosed safety instructions for the HAZET pneumatic tools!

Included in delivery: 	� 9021 P-1 2
Pneumatic Ratchet 
Coupler plug, nominal size 7.2

	� 9022 P-1 3
Pneumatic Ratchet 
Coupler plug, nominal size 7.2
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